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PROPOSED TYPICAL SECTION
WILSON STREET
STA 10+37.42 TO STA 11425.24
& SIDEWALKS ADJACENT TO BRIDGE APPROACH SLAB
BITUMINOUS MIXTURE REQUIREMENT ., STA 11425.24 TO STA 11+55.24
+45.17 70 _STA 10+54.24
ITEM AC TYPE voIDS MAX RAP % LEGEND: 24’ WIDE STA 10+54.24 TO STA 11+25.24)
BITUMINOUS CONCRETE SURFACE COURSE, PG 64-22 4% @ 70 Gyr. 10 -
SUPERPAVE, MIX “D", NT0 EXISTING CONDITION PROPOSED CONDITION
LG S INDER (MACHINE. METHOD), PG 64-22 4% & 70 Gyr. 10 ® EXISTING GROUND (@  PCC PAVEMENT, 9
’ BITUMINOUS CONCRETE SURFACE COURSE (®  BITUMINOUS STABILIZED SUB-BASE, 4“ NOTES
léﬁ;glﬁgi?/EBn:?{EoR (HAND METHOD), PG 64-22 4% @ 70 Gyr. 10 © BITUMINOUS CONCRETE BINDER COURSE @ SUB-BASE GRANULAR MATERIAL, TYPE A, 8” 1. STA 11425.24 TO STA 11+55.24 1S BRIDGE APPROACH PAVEMENT
’ (®) BRICK PAVING WITH SAND CUSHION (@ COMB CONC CURB AND GUTTER, TYPE B-V12 SEE SH 120
BITUMINOUS CONCRETE SURFACE COLIRSE, PG 64-22 4% © 50 Gyr. 15 ® PCC BASE COURSE (®  PCC SIDEWALK, 5" 2. FOR STA 11455.24 TO STA 13+97.14 SEE BRIDGE PLANS
SUPERPAVE, MIX “C*, NS0 - (SEE NOTE 2 BELOW) ® CONCRETE CURB GUTTER (®  SUB-BASE GRANULAR MATERIAL, TYPE B, 4" REVISIONS B
BITUMINOUS BASE COURSE, SUPERPAVE PG 58-22 2% @ 50 Gyr. 50 (©) CONCRETE SIDEWALK @ FuL NAME ILLINOIS DEPARTMENT OF TRANSPORTATION :
- (SEE NOTE 3 BELOW) SODDING & TOP SOIL 4“ WILSON STREET 2
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3. USED FOR TEMPORARY PAVEMENT-SEE TRAFFIC CONTROL PLANS. 1 174" & VARIES :
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